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DMG10600C070_25WTC
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o HETT5L2:% ), 1B1T DGUS Il R4,

® 7.0, 1024*600 ###%, 16.7M 1, IPS FF, FEMA.
o HAMEE.

® AHD EiEMHIB LT R .

Features:

® Based on T5L2, running DGUS Il system.

® 7.0-inch, 1024*600 pixels resolution, 16.7M colors, IPS-TFT-LCD, wide viewing angle.
® Resistive touch screen.

® AHD HD analog camera solution screen.
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1. T4 %310 Hardware and interface
1.1 fifif4:32 1% Hardware interface

@ b @ SD+#M
o — L SD interface

(o PGTO5% ]
BRIGES €% ] il PGTO5 interface

Buzzer
T5LiE A
T5L ASIC

iR F O o _
TP interface Il = .
BT FLASH

ReaEEO
LCM interface

JBELEO
Camera interface

APEO

User interface

[CdGEanlL|

Hardware interface
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1.2 fififF X 4% 1115 B Hardware and interface description

FF5 £ Yt B4
No. Name Description
S HEMR, 2019 FEEF=, 1MBytes F 4 Nor Flash, 1 512KBytes f T

1 T5L2 ith et P B e, #85 X3>100,000 &

T5L2 ASIC Developed by DWIN, mass production in 2019,1MBytes Nor Flash on the chip,
512KBytes used to store the user database. Rewrite cycle: over 100,000 times

5 T R 1 FPC50_0.5mm, RGB #%[1

LCM interface FPC50_0.5mm, RGB interface
3 BRI | COB 4544, 1IC #:11
CTP interface COB structure, IIC interface
P T L AT FHE R, 8Pin_2.0mm &, O Rl 3 (JAYE) - 12KByte/s
4 . 8Pin_2.0mm socket for power supply and serial communication.
User interface ]
Download rate(typical value): 12KByte/s
16MBytes NOR Flash, f7Fit#E. Bl & R, #5X%0>100,000 &

5 Flash 16MBytes NOR Flash, for fonts, pictures and-audio files, Rewrite cycle: over
100,000 times

5 WA N 2% 3V LlEgng &, iFE. <1W

Buzzer 3V passive buzzer, Power: <1W,
. RTC ANt g, KA. £20ppm @25°C
Button cell for power supply, Accuracy: +20ppm @25C
—— FAT32 #%a0, TEOCHE, SCHFTERRSGIH R, MHEZE: 4Mb/s
8 ] FAT32, download files by SD interface can be displayed in statistics,
SD interface
Download rate: 4Mb/s
2pin_2.0mm*2.5% RCA-AV*2(AHD Fii il N, 2 B, SCFF 1 5%/2 B
b S N FEN 2 BTG DLF SRR B, AP R B RN, )

9 Camera interface 2pin~2.0mm*2 or RCA-AV*2((AHD HD analog input, two terminals, supports 1
/' 2'inputs, supports switching display when connected to two channels, and
does not support two channels of same screen display)

2 S R AR IE R B TR, ri@nt PGTO5 B DGUS J&EJZ, 7 i #5T

10 PGTO05 #:11 WEIEH

PGTO05 interface | When product crashes by accident, you can use PGTO05 to update DGUS
kernel and make the product return to normal
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2. MK SH Specification parameters

2.1 8;5:2% Display parameters

B BRE IPS, TFT LCD
LCD Type
A wALA, HR{H 85°/85°/85°/85° (L/R/U/D)
Viewing Angle Wide viewing angle, 85°/85°/85°/85°(L/R/U/D)
PR 1024x600 (3ZFF 0°/90°/180°/270° T/ A=)
Resolution 1024%600 pixels (support 0°/90°/180°/270°)
B 24 i 8BR8G8B
Color 24-bit BR8G8B
AA X
Active Area (A.A) 154.21mm (W) x85.92mm (H)
VA X 154.21mm (W) x85.92mm (H)
View Area (V.A))
E%ﬁﬁ LED
Backlight Mode
S >20000 /NN CBAR s BEIESE AR, S BRI )
. . . >20000 hours (Time of the brightness decaying to 50% on the condition of
Backlight Service Life ] i ) ) )
continuous working with the maximum brightness)
E*%E 250nit
Brightness
100 S RE™T CASEEEI N B s 1 1%~30% 0, FTREHBLNLRIL R, A
BHRT WAE B IE L D
Brightness Control 0~100 grade (When the brightness is adjusted to 1%~30% of the maximum
brightness, flickering may occur and is not recommended to use in this range)
. i 30 S-phKaT A Bon m o LU R IR B AT RE S BB NGRS, TE N5 R S i e R
Note: Long time display of high contrast still image over 30 minutes may lead to display residual
shadow, please use screen saver to avoid this problem.

2.2 i S¥ Touch parameters

fb B R R i, 25 45 THT B
Type CTP (Capacitive touch panel)
fl R 451 G+G 4itt), R ai O AL
Structure G+G structure with surface cover of tempered glass
fub 7 X B R, SCRFIESEE B
Touch Mode Support point touch and drag
RIEBERE 6H
Surface Hardness
BAE 90% LA I
Light Transmittance Over 90%
b IR E >1,000,000 X
Life Over 1,000,000 times touch
TR DWIN Technology 400 018 9008 www.dwin.com.cn
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2.3 & 2% Serial interface parameters

B AR UART2: ON=TTL/CMOS; OFF=RS232 (i %ki\ N RS232 Defaulted RS232)

ot UART4: ON=TTL/CMOS; OFF=RS232 (OS fi & J& 4 f&1# ] Only available after
OS configuration)
MR 461+ Test Condition | H/ME Min | #78UE Typ | FAMH Max | 47 Unit
Output 1, lout = -4mA 2.7 3.2 - \

A

R Output 0, lout = 4mA - 0.1 0.4 \Y

Voltage Level
Input 1 24 3.3 55 \%
Input O 0 - 1.0 Vv

= m b 3150~3225600bps, L7 {K: 115200bps

Baud Rate 3150~3225600bps, typical value of 115200bps

g UART2: N81

Data Format UART4: N81/E81/081/N82 JUFfi=rli% (OS HLE ) 4 modes (OS configuration)

BOHA 8Pin_2.0mm

Interface Cable -

2.4 S ##% Electrical specifications

B
BETh% oW
Rated Power
THEdE 6~36V, MAlE 12V
Operating Voltage 6~36V, typical value of 12V
VCC=12V, HHREHRK
. 310mA .
TAERGR VCC=12V, max backlight
Operating Current NOmA VCC=12V, Bk MH
VCC=12V, backlight off
TR 12VIA HEREEEE
Recommended power supply: 12V 1A DC

2.5 T.{E¥/3% Operating environment

I Di=]
ﬂs{.m}:E -20°C~70°C (12V @ 60% RH)
Operating Temperature
&R 30°C~80°C
Storage Temperature
=ZBEITE i
Conformal coating None
TR 10%~90%RH, JL%{E 60%RH
Operating Humidity 10%~90%RH, typical value of 60% RH
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3. HEEMAENR Reliability test
3.1 B HCEMNR Electrostatic discharge test

MR IR : 25°C, WA IR : 50%RH.
Test temperature: 25°C. Test humidity: 50%RH.

IR K S E T G b, B E R AR DR AT Bl A 2 U0 s SRER R L5 B
ATEHENL. BBE. FABE. ERE. ERSFRWIG. MERERT &K GBIT 17626.2 B X LL L.

Test process: the product was placed on the test bench to perform contact and air discharge in turn of the
serial screen iron frame and display area. During the experimental process, it was observedwhether the screen is
dead, black, white, splash, or reboot. According to the experiment results, the performance is in line with the
criteria GB/T 17626.2 B level and above.

)iy Gz TR &R
Discharge Type Discharge Value Result
%ﬁﬁiﬁﬁl H, LAKV 1% TR |
Contact discharge Normal operation
= R
= jﬁﬁlﬁﬁ LAKV 1EH TAE |
Air discharge Normal operation

R DWIN Technology 400 018 9008 www.dwin.com.cn
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4. A FYE R~} Packaging & dimensions
Iil::'érflictor 190.5(W) x 105.4(H) x23.4(T) mm
RERT FFALR~: 166.01(+0.3mm)x101.24(+0.3mm)
Installation Dimensions | Positioning hole: 166.01(+0.3mm)x101.24(+0.3mm)
=8
7jet V%eight 2809
fu % kR ik Packaging Standards
; - = = == =
SRS Model ﬁriigsi;fs E?a;e};f ) jﬁiﬁyl(::;er 6%?nit;(}:c)s)
154 Carton1: 220(L)x160(W)x47(H)mm 1 1 1
2 54 Carton2: 250(L)*x200(W)*80 (H)mm 2 1 2
3 54 Carton3: 320(L)*x270(W)*x80 (H)mm 2 2 4
4 ‘5%F Carton4: 435(L)%335(W)*290(H)mm - - -
5 5% Carton5: 600(L)x430(W)x290(H)mm 1 40 40

P PR B SO B, AR S ATIE A .

Disclaimer: The product design is subject to alternation and.improvement without prior notice.
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m Location hele is used as position reference.
= 2. FIFEAEN+/-0. 2mm
% Unmarked Tolerance is +/-0, 3mm
= I BEREAERERRE
P Active area is marked in Dash lines
m X Definition| JFHE Pin# 28 Type P8 Description
% VIN 1,2 P HIEM A Power Input PP
Q
m = 3 o B O Output Yo DMG10600C070-25WTC ﬁu.ﬁ%w_‘ﬁ
™ 4 0 8 D2t Output el | B ey | P e .
= 5 7 B OIZRN Tpnt = e — DWIN Technologies
RX4 6 I $ 4% Input mMMM 11 wﬂ“a vm“..M
=]
GND 7,8 P A JEEEHL GND Init L] Approval Date
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5. A T E Debugging tools
AU A Jd SO RE B 0 P I SERRHERC AR . FEANE BT R B R L
It is recommended for new users of DWIN smart LCMs to purchase official accessories. For more details,

please refer to customer service center.

SD001
SD card

WAKDBYEREL
EEDBIEAM B

Dual-male-DB9: Connect
to DBY interface and computer

FE R & AT 23
Power Adapter

| DBYEO
‘ DBY interface

EefFELS: HDL65011
8pin_2.0mm Lk
Accessory model: HDL65011
8pin_2.0mm cable

R DWIN Technology 400 018 9008 www.dwin.com.cn



mﬂ"?ik%%?%\ SRS . iR s DMG10600C070_25WTC._ % /it

2@ Professional, Creditable, Successful Product Specification

6. T5L RFH KA T5L series IC features
(1) RHAR & 2 BRI ER 8051 #, 1T (BIBLAWD mid TAE, &34 250MHz.
Mature and stable 8051 core which is the most widely used with the maximum operating frequency of
T5L is up to 250MHz, 1T(single instruction cycle)high speed operation.
(2) Hpl CPU # (GUI CPU) 217 DGUS Il &4:i:
Separate GUI CPU Core running DGUS Il System:
® NE &ML, 2.4GB/S Wik
High-speed display memory, 2.4GB/S bandwidth.
® 2D ffifrhnE, JPEG fiff k4714 fE ik 200fps@1280*800, Ul R Hii 1%
2D hardware acceleration, the decompression speed of JPEG is up to 200fps@1280*800 and the
Ul with animation and icons as its main feature is extremely cool and smooth.
® JPEG EZaMiAAFEE . BbR, KIEEESE/NbE A7 6% 4% 2K KA 16Mbytes SPI Flash.
Images and icons stored in JPEG format. Adopt Low-cost 16Mbytes SPI Flash.
® SCRFRIHE R A MBS, REUZEATLLRTAT, At 400HZ flds 4T Rk .
Support CTP or RTP with adjustable sensitivity. and-maximum 400 Hz touch frequency.
® 1% 15bit 32Ksps PWM %5 DhyS iR Bli47 75 4% . SEBIL e it o 35 LS 40 A it A A8 T8 o
1-way 15bit 32Ksps PWM digital power amplifier driver loudspeaker, save power amplifier cost and
achieve high signal-to-noise ratio.and sound quality restoration.
® 128Kbytes A f7fifi a4 ¥ W], il w4 1A OS CPU 2 A8 ¥t , B S FLfij o
128Kbytes variable storage space for exchanging data with OS CPU Core and memory.
® SCFF PCImH I AR, SCffla G@fEs 4.
Support DGUS development and simulation on PC. Support background remote upgrade.
(3) Hflt CPU #°(QS CPU) izf7 )™ 8051 44hd, [iHIth4E#HHI" CPU:
Separate’CPU (OS CPU) core runs user 8051 code or DWIN OS system and user CPU is omitted in
practical application:
® PRk 8051 ZEy IR 44, 64Kbytes fiiL 75 (], 32Kbytes /N RAM.
Standard 8051 architecture and instruction set, 64Kbytes code space, 32Kbytes on-chip RAM.
® 64bit AV FIZHE T (MDU) , L 64bit MAC Fi 64bit BRii#s.
64 bit integer mathematical operation unit (MDU), including 64 bit MAC and 64 bit divider.
® 28 110, 4% UARTs, 1% CAN I, % 8 % 12bit A/D, 2 % 16bit 73 A1l i 11 PWM.,
28 10s, 4-channel UARTSs, 1-channel CAN, up to 8-channel 12-bit A/Ds and 2-channle 16-bit PWM
of adjustable resolution.
® SCHF IAP EA M BB, W SO TERR 1.

Support IAP on-line simulation and debugging with unlimited number of breakpoints.
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® Ll DGUS RG1EL LAY .
Upgrade code online through DGUS system.
(4) 1Mbytes J7 A Flash, HCLMINERAR, BRI E G 224, Fhes L FEM T
1Mbytes on-chip Flash with DWIN patent encryption technology ensure code and data security.
(5) -40°C~+85°C LAFi L (WEH] -55C~105°C LAEIREZIEH IC) .

Operating temperature ranges from -40°C to +85°C(IC operating temperature customizable from
-55°C to 1057C).

OIS K P ETF T5L B EEHHEHIL .

DWIN encourages users to design your own customized product based on T5L.
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7. {&iTiEF Revision records

ERZ Rev H #7 Revise Date & Content %8 A Editor
HIR KA o
00 2021-08-06 First Edition Wizt
i 7 B
01 2022-06-08 SR Wiz fE
Hardware upgrade

A P A SO et S i R AN A AR AR AT SR 1], BAR TR B0 22 a SO i RORT (S L, T R S 3RAT TS

Please contact us if you have any questions about the use of this document or our products, or if you would like to

know the latest information about our products:
% /I H. & Customer service Tel: 400 018 9008

% Ik QQ Customer service QQ: 400 018 9008

RHEF Customer service email: dwinhmi@dwin.com.cn

i I & &= DWIN Developer Forum: http://forum.dwin.com.cn
R R K — B DR SO SCHR, RS R 3R P 18 7

CilipNe !

Thank you all for continuous support of DWIN, and. your approval is the driving force of our progress!

WA, pwin Technology

400 018 9008

www.dwin.com.cn


http://forum.dwin.com.cn

	DMG10600C070_25WTC
	1、硬件及接口Hardware and interface
	1.2硬件及接口说明Hardware and interface description

	2、规格参数Specification parameters
	2.1显示参数Display parameters
	2.2触摸参数 Touch parameters
	2.3串口参数Serial interface parameters
	2.4电气规格Electrical specifications
	2.5工作环境Operating environment 

	3、可靠性测试Reliability test
	3.1静电放电测试 Electrostatic discharge test

	4、包装和物理尺寸Packaging & dimensions
	5、调试工具Debugging tools
	6、T5L系列芯片特点 T5L series IC features 
	DWIN encourages users to design your own customize
	7、修订记录 Revision records

