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EKT035B
Based on T5L0 ASIC 3.5 Inches, 480xRGBx320, 262K Colors, IPS screen

CTP, Standard instruction set (TA) / DGUSⅡ system
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 Display
Item Parameter Description

Color 262K（262144）colors 18 bit color 6R6G6B

Panel Type IPS IPS TFT LCM,wide viewing angle

Viewing Angle 85/85/85/85 (L/R/U/D) Best View: symmetrical

Active Area (A.A.) 49.0mm (W)×73.4mm (H) 480×320 Pixel

View Area (V.A.) 49.4mm (W)×73.6mm (H) 480×320 Pixel

Resolution 480×320 Support 0°/90°/180°/270°rotated display

Backlight LED ≥20000H(Continuous working with maximum
brightness, time of the brightness decays to 50%)

Brightness 250nit
100 levels adjustment.(It's not recommend to set
brightness to 1%~30% of the maximum, which may
lead a flicker)

Note: Displaying of high-contrast still images for more than 30 minutes may result in residual images. Please add
animation to avoid this problem.

 Voltage & Current
Item Conditions Min Typ Max Unit

Power Voltage - 6.0 12.0 36.0 V

Operation Current
VCC = +12V, Backlight on - 90 - mA

VCC = +12V, Backlight off - 50 - mA

Recommended power supply: 12V 1A DC

 Reliability Test
Item Conditions Min Typ Max Unit

Working Temperature 60%RH at 12V voltage -20 25 70 ℃

Storage Temperature - -30 25 85 ℃

Working Humidity 25℃ 10% 60% 90% RH

 Interface
Item Conditions Min Typ Max Unit

Baud Rate UART1 3150 921600 3225600 bps

Output Voltage
（TXD）

Output 1, Iout = 1mA 3.0 3.3 - V

Output 0, Iout = -1mA - 0 0.3 V

Input Voltage
（RXD）

Input 1, Iin = 1mA 2.4 3.3 5.0 V

Input 0, Iin = -1mA 0 - 0.5 V

User Socket 50Pin-0.5mm FCC

USB Slot Yes

SD Card Slot Yes (SDHC/FAT32 Format)
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 Interface description
Number Function description

1# The FLASH extension module can be used to expand three FLASH modules

2# SD card burning interface

3# CTP interface

4# LCM interface

5# 6-36V wide voltage power supply interface

6# 2.54mm through-hole pad, GUI/OS CPU leading out the interface

7#
JTAG interface, connected to HME05 emulator, or connected to PGT05 burner, used to burn the
underlying kernel firmware

8# USB interface,UART1 can be selected
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Pin# Definition Description Pin# Definition Description

1 GND Common ground 22 5V power input

2 RX4 UART4
data reception 23 TX4 UART4

data transmission

3 RX5 UART5
data reception 24 TX5 UART5

data transmission

4 P01 I/O 25 P0.0 I/O

5 CRX CAN
data reception 26 CTX CAN

data transmission

6 RX2 UART2
data reception 27 TX2 UART2

data transmission

7 P07 I/O 28 P06 I/O

8 P15 I/O 29 P14 I/O

9 P17 I/O 30 P16 I/O

10 P21 I/O 31 P20 I/O

11 P23 I/O 32 P22 I/O

12 P25 I/O 33 P24 I/O

13 P27 I/O 34 P26 I/O

14 P31 I/O 35 P30 I/O

15 P33 I/O 36 P32 I/O

16 FTX FSK transceiver
data reception 37 RSTN System reset input

17 ADC0 AD input 38 FRX FSK transceiver
data transmission

18 ADC2 AD input 39 ADC1 AD input

19 ADC5 AD input 40 ADC3 AD input

20 ADC7 AD input 41 ADC6 AD input

21 PWM1 16bit PWM output 42 PWM0 16bit PWM output
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 Memory

Item Typical
value Features Typ

value Unit Description

FLASH
（TA/DGUSⅡ）

16Mbytes

Space of Font 4-12 Mbytes
A single font of 256Kbytes,store
font, icon libraries, and other
binary files

Picture Storage
(.ICL file)

12-4 Mbytes

JPEG format(Picture quantity
relate to JPEG size, size of a
single JPEG image file should
not exceed 248Kbytes)

RAM
（DGUSⅡ）

128Kbytes Variable Storage
Space

/ / Data is not saved when power
down

Nor Flash
（DGUSⅡ）

512Kbytes User database / / Data is saved when power down

 UI & Peripheral
UI & Peripheral

UI Version TA / DGUSⅡ (DGUSⅡ pre-installed)

Peripheral Capacitive touch panel, Buzzer

 Packing Capacity & Dimension
Dimension

Dimension 105.3mm (W) ×119.5mm(H) ×17.6mm(T)

Net Weight 95g

Packing Capacity

Model Size Layer Quantity/Layer Quantity(Pcs)

Carton1： 220mm(L)×160mm(W)×47mm (H) 1 2 2

Carton2： 250mm(L)×200mm(W)×80mm (H) 1 4 4

Carton3： 320mm(L)×270mm(W)×80mm (H) 1 8 8

Carton4： 450mm(L)×350mm(W)×300mm(H) 2 30 60

Carton5： 600mm(L)×450mm(W)×300mm(H) 2 60 120

Disclaimer: The product design is subject to alternation and improvement without prior notice.
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 Revision records

Rev Revise Date Content Editor

00 2023-02-22 First Edition Xu Ying

Please contact us if you have any questions about the use of this document or our products, or if you would like to

know the latest information about our products:

 Customer service Tel: +86 400 018 9008

 Customer service email: dwinhmi@dwin.com.cn

 DWIN Developer Forum: https://forums.dwin-global.com/

Thank you all for continuous support of DWIN, and your approval is the driving force of our progress!
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