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ER¥ERESH Display

Biifs Color 16.7M(16777216)colors 24 bit color SR8G8B
IPS T TFT SoRhE, MArkhE, AAX LR,

Tt IPS IR, WMTE (JLRUE 2 85/85/85/85)%HF i

Panel Type High contras,good color reproduction,wide viewing
angle(typical value is 85/85/85/85)

AL

Viewing Angle 85/85/85/85(L/R/U/D) -

PR

View Area (V.A.) 210.20(W) x158.55(H) 1024x768

PR 1024x768 AT LA R 0°/90°/180°/270° kit X

Resolution Support 0°/90°/180°/270°rotated display

A8 St R AMET 20000H CBAfz e BEES: TAE, SR 1E))

Backlight LED 220000H(Continuous  working ~ with ~ maximum

9 brightness, time of the brightness decays to 50%)

FTEAT 100 Z4 50 VA 10 76 1% V3 1 20 B 9 5

E} ightness 300nit 100 levels adjustment.(It's not recommend to set

9 brightness to 1%~30% of the maximum,which may

lead LCD flicker)

e B 30 K N A] S o B L I I AT R R BRI, 1 A N B ORI S 12 )

Note: Displaying of high-contrast still images for more than 30 minutes may result in residual images. Please add

animation to avoid this problem.

B RES % Voltage & Current

TAERE

Power Voltage

o TENBEMTIEFEMAESH Reliability Test

TR
Working
Temperature

12V RN, 2 60%

60%RH at 5V voltage -20 25 70 .

MR
Storage
Temperature

TR
Working Humidity

25T 10% 60% 90% RH

o ENMAESH Interface

o AiMYI R~} Packing Capacity & Dimension

RAPrgEaR 6-36V FL 1, HDMI #0

Socket 6-36V power interface, HDMI interface
H

USB #H Yes

SD R#0 G

SD Slot None

S &Sz #r Peripheral
&N A S B 5
Peripheral Capacitive touch panel

5B RE

Dimension

247.78(W)x193.67(H)x22.60(T)mm

HEE
Net Weight

FERE: BORMX LS. R I Re S HOMAE A (7 R v AR T, AR ST
Disclaimer: The information presented is for information purposes only. The new design changes of the product will be added as time

gose by, do not affect performance parameters or use without prior notice.
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HOMT 3| B8 HDMI 51 B HOMTS| 450 | HDMIFIBER]
Pinl TMDS Data2+ Pinll TVDS Clock Shield
Pinz | TMDS DataZ Shiold | Pini2 THDS Clock-
Pin3 TMDS Data2- Pinld CEC
. . HEC Data—(Optional,
Pind [ THDS Datal+ Pinld HDHL 1. 4+with Ethernet)
Pinb TMDS Datal Shield | Pinlb SCL{12C Serial Clock for DIC)
PinG THDS Datal— Finl6 SDA(T9C Serial Data Line for DDC)
Pin7 THDS Data0+ Pinl7? DDC/CEC/HEC Ground
Pin8 TMDS Datal Shield | Pinl8 +5V Power (pax 50mA) B
. . Hot Plug Detect (ALL version)and HEC
Ping THDS Datal- Pinl3 Datat (Optional, HOMIL. 4+with Ethernet}
Pinl0 THDS Clock+

HOTI04_00IL

| 25, 53—

L RPN i,

Location hole is used as position reference.
2. FRAFEAEAH0. Im
Unmarked Tolerance is +/-0. 3mm

BT RERE R

Active area is marked in Dash lines
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