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® Display
Color 65K (65536) colors 16 bit color 5SR6G5B
Active Area (A.A.) | 69.1mm (W) x49.4mm (H) 480%320
Resolution 480*320 Support 0°/90°/180°/270° rotated display
. 210000H(Continuous working with maximum
R LED brightness, time of brightness halves )
100 levels adjustment(lt's not recommend to set
Brightness 250 nit brightness to 1%~30% of the maximum,which may
lead a flicker)
Note: You can use dynamic screen saver wallpapers to avoid afterimages caused by fixed page display for a long
time.
® Voltage & Current
Power Voltage - 5.0 12.0 15.0 Vv
Operation Current VCC = +12V, Backlight on - 120 - mA
(None Speaker) VCC = +12V, Backlight off - 40 - mA
Recommended power supply: 12V 1A DC
® Operating Environment

LTI 60%RH at 12V voltage 0 25 70 °C
Temperature

Storage - 30 25 85 °C
Temperature

Working Humidity 25°C 10% 60% 90% RH
Protective Paint - - None - -

Aging Test - - None - H

® Interface

Baud Rate User set 239 115200 15,667,200 bps
Output Voltage(A,B) | - -13 - +13V Vv
Input Voltage(A,B) - -13 - +13V \%
Interface RS485
Socket 4PIN_2.54mm
SD Card Slot Yes (FAT32 file format, SDHC)
Speaker Interface | 2PIN_2.0mm
® Memory

Space of Font - - 64 Mbytes
Flash Font and audio file share the back half (32 Mbytes) of Font Space.

Full Screen Picture Storage - - 164 Pcs
RAM Variable Storage Space - 128 - Kbytes
Nor Flash User database - 320 - Kbytes
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® Ul&Peripherals

Ul Version

T5UID1

Peripherals

Capacitive touch screen, Built-in RTC

® Packing Capacity & Dimension

Installation
method

1. Fix the mounting board on the wall with 3PCS M4 flat head self tapping screws;
2. Insert the product positioning hole into the mountingplate protruding platform;
3. Pull the product down so that the product is completely fixed on the mounting panel.

Dimension 86.0(L) * 86.0(W) * 18.3(H)mm
Net Weight 120g

PackingCopacty
Model Size Layer gl;asr)\titylLayer Quantity(Pcs)
Carton1: 220mm(L)*160mm(W)*47mm(H) 1 2 2
Carton2: 250mm(L)*200mm(W)*80mm(H) 2 2 4
Carton3: 320mm(L)*270mm(W)*80mm(H) 2 4 8
Carton4: 450mm(L)*350mm(W)*300mm(H) - - -
Carton5: 600mm(L)*450mm(W)*300mm(H) 1 56 56

Disclaimer: The product design is subject to alternation and improvement without prior notice.
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Record of Revision

Version

Revise Date

Content

Editor

00

2023-02-24

First Edition

YML

Please contact us if you have any questions about the use of this document or our products, or if you would like to

know the latest information about our products:

Customer service Tel: +86-400-018-9008

Customer service E-mail: dwinhmi@dwin.com.cn

Website: www.dwin-global.com

DWIN Developer Forum: https://forums.dwin-global.com/index.php/forums

Thank you all for continuous support of DWIN, and your approval is the driving force of our progress!

DWIN Technology

+86-400-018-9008

www.dwin-global.com



| pwan | TC035C22U00_Datasheet
=¥ Professional,Creditable,Successful Product Specification

Installation Schematic
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Wire Controller Mounting Plate

Insert the product
positioning holes into
the mounting plate
positioning tabs and
pull the product down
to fully fix it to the

mounting plate

Installation

completed

Attach the mounting plate to the wall using
3pcs M4 flat head self tapping screws
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